
Thank you for your purchase of the RC Pocket Racer, 
the micro race car that you control!

The RC Pocket Racer works well on 
hardwood floors, tiles, laminate and other 
smooth surfaces. Race the RC Pocket Racer 
with your friends or play alone and watch the 
fast little racer speed by!  

SET UP AND BATTERY 
INSTALLATION/REPLACEMENT:
1� Loosen screw and remove battery door found on the under-

side of your RC Pocket Racers remote control case.

2�  Install two AAA batteries, be sure to follow the battery 
polarities indicated in the battery compartment. Replace 
battery door and tighten screw. (Image 1) 

3� If the Power Indicator light goes dim (or OFF), the remote 
control needs new batteries (Repeat Step #1 & #2). 

CHARGING:
4� Lift the clear plastic door and carefully slide your RC Pocket 

Racer backward (to the right), releasing it from its remote 
control case. (Image 2) 

5�  Turn your RC Pocket Racer car over and ensure the car is 
switched in the OFF position. (Image 4) 

6�  Find the charging plug inside your RC Pocket Racer remote 
control case. This can be found on the remote control case  
below the red ON/OFF switch. (Image 2)

7� Gently pull on the charging plug, until about 38 Millimeters 
of the cord is exposed. Insert the remote controller’s charging 
plug into the car’s charging port marked CHARGE on the 
bottom of your RC Pocket Racer (image 4). Turn remote 
control to ON position. Your RC Pocket Racer is now 
charging.

8�  The right LED light (above the right arrow) will turn on with a 
solid light showing your RC Pocket Racer is charging. Allow 
the car to charge for a minimum of 3 minutes or until the 
right solid LED light turns off. (Image 2)

9� Unplug the charging plug from the car and place the 
charging plug back to its original position. The right light will 
shut off and the left LED will begin to blink. 

PLEASE FOLLOW ALL STEPS IN ORDER FOR EACH USE
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PAIRING AND OPERATION:
10�  Pairing is necessary to allow you to race multiple RC Pocket 

Racers at the same time. Turn the remote control to the ON 
position. The left LED light (above the left arrow) will flash, 
indicating that your RC Pocket Racer is in pairing mode. 

11� Turn your RC Pocket Racer over and switch to the ON 
position (Image 4). The left LED light on the remote control 
(above the left arrow) will stop flashing and become solid, 
showing the car has been paired with the remote control 
(Image 3).

12� Press the Forward/Backward arrow button on the remote 
controller for the car to go forward or backward. For turns, 
press the Forward/Backward button simultaneously with the 
Left/Right arrow button. (Image 3) 

13� If the car becomes slow during operation, this is an indica-
tion that the car needs to be recharged. Insert the charging 
plug into the car (Repeat Steps #4-9).

14� When the RC Pocket Racer is not in use for a long period 
of time, the remote control should be turned off and the 
batteries removed.  

NOTE: You can race up to 10 cars simultaneously. To operate 
multiple cars, they must be paired one at a time (turned on one 
at a time).

ALIGNMENT ADJUSTMENT:
15� When trying to drive straight, if you find that your RC Pocket 

Racer is steering too far to the right or left, move the align-
ment dial (found under the car) to adjust. Move left to offset 
pull to the right, move right to offset pull to the left. Be sure to 
move the alignment dial slightly in the desired direction until 
you find it is adjusted to your satisfaction.
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NOTE: Recommended for indoor use.

WARNING! CHOKING HAZARD. 
Not suitable for children under 36 months. Choking hazard (small 
parts). Please remove all packaging attachments before giving this 
product to a child. Please use discretion if making purchases for 
children younger than the age recommended on this package. At the 
end of the useful life of this product do not dispose in normal 
household waste. Check with your local authority or  responsible 
disposal centre and submit to the collection point for the recovery and 
recycling of electrical and electronic equipment. Product specifications, 
colour and contents may vary from those illustrated. 
IMPORTANT: Please retain packaging/instructions and purchase 
details for future reference as they contain important information.        

Requires 2 x AAA Batteries. (Batteries Not Included).
• Alkaline batteries recommended.
• Rechargeable batteries must only be recharged under adult supervision. 
• Rechargeable batteries must be removed from the toy before recharging. 
• Non-rechargeable batteries must not be recharged. 
• Different types of batteries, or new and used batteries must not be mixed.
• Only batteries of the same or equivalent type as recommended should be used. 
• Batteries should be replaced by an adult.
• Batteries must be inserted following the correct polarity.
• Exhausted batteries should be removed from the product.
• The supply terminals must not be short-circuited.
• Batteries should be removed from the product when not in use.
• Do not dispose of batteries in fire.2 x AAA Item: RC Pocket Racers (4 Color Asst’d)

Item Number: 3429
Age Grade: 8 years plus 

CAUTION: To prevent entanglement, 
keep hair away from wheels.

RECYCLING OUR PRODUCTS
All our product and packaging is designed with easy and
safe recycling in mind. For information on the 
National Recycling Stategy and the recycling 
logo on this pack or product please visit – 
www.Recycle-More.co.uk – where you will find 
the answers to your UK recycling questions. 

Hereby, manufacturer IDEA VILLAGE declares that 
the radio equipment type 3429 RC Pocket Racers is 
in compliance with Directive 2014/53/EU.
The full text of the EU declaration of conformity is 
available at the following internet address: 
https://www.character-online.com/

Imported by:
Character Options Ltd.,

Made in China

Transmitting Frequency bands Maximum RF Power Output
2405 – 2475 MHz 5.32 dBm
2405 – 2475 MHz

Transceiver (Controller)
Transceiver (Car) -3.98 dBm


